MIAMI-DADE COUNTY, FLORIDA
PRODUCT CONTROL SECTION

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) 11805 SW 26 Street, Room 208

" BOARD AND CODE ADMINISTRATION DIVISION . T (786) 315-2590 T (786) 315-2599
NOTICE OF ACCEPTANCE (NOA) www.miamidade.gov/economy

WinDoor, Incorporated

7500 Amsterdam drive

Orlando, Florida, 32832

SCOPE: :

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials. The documentation submitted has been reviewed and accepted by Miami-Dade County RER-
Product Control Section to be used in Miami—Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHI).

This NOA shall not be valid afier the expiration date stated below. The Miami-Dade County Product
Control Section (In Miami-Dade County) and/ or the AHJ (in areas other than Miami—Dade County) reserve
the right to have this product or material tested for quality assurance purposes. If this product or material
fails to perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ
may immediately revoke, modify, or suspend the use of such product or material within their jurisdiction.
RER reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product
Control Section that this product or material fails to meet the requirements of the applicable building code.
This product is approved as described herein, and has beén designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: Series “7000” Aluminum Sliding Glass Door W/ WO Reinforcements — L.M.L.

APPROVAL DOCUMENT: Drawing No. 08-01663, titled “7000 HP Series LMI Reinforced & Non-—
Reinforced”, sheets 1 through 14 of 14, including sheets 2A and 2B, prepared by manufacturer, dated
07/03/12 and latest revision on 04/18/16, signed and sealed by Luis R. Lomas, P.E., bearing the Miami-Dade
County Product Control Revision stamp with the Notice of Acceptance number and expiration date by the
Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large Missile Impact Resistant
LIMITATION:
1. See Design Pressure vs. Sizes, Reinforcement, and Sill adapter in sheet 2.

2. The approved configurations are 4 panels or less. See anchors requirements for two, three or four tracks
configurations in sheet 3. See glazing option in sheet 4. ’
ILABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state,
series, and following statement: "Miami—Dade County Product Control Approved"”, unless otherwise noted

herein, '
RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.
TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change
in the materials, use, and/ or manufacture of the product or process. Misuse of this NOA as an endorsement
of any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure
to comply with any section of this NOA shall be cause for termination and removal of NOA.
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and
followed by the expiration date may be displayed in advertising literature. If any portion of the NOA is
displayed, then if shall be done in its entirety.
INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.
This NOA revises NOA No, 12-0820.09 and consists of this page 1 and evidence pages E-1 and E-2, as well
as approval document mentioned above.

The submitted documentatlon was reviewed by Jorge M. Plasencia, P. E.

: MIAMIDADECOUNTY

, ﬁ NOA No. 15-0723.11

. : : Expiration Date: June 06,2018
' 4 "f }‘6 Approval Date: May 05,2016
Page 1




WinDoor, Inc.

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS
1. Manufacturer's die drawings and sections.
(Submitted under previous NOA No. 12-820.09)
2. Drawing No. 08-01663, titled “7000 HP Series LMI Reinforced & Non—Reinforced”,
sheets 1 through 14 of 14, including sheets 2A and 2B, prepared by manufacturer,
dated 07/03/12 and latest revision on 04/18/16, signed and sealed by Luis R., P.E.

B. TESTS
1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94
2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94
3) Water Resistance Test, per FBC, TAS 202-94
4) Large Missile Impact Test per FBC, TAS 201-94
5) Cyclic Wind Pressure Loading per FBC, TAS 203-94
6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with marked-up drawings and installation diagram of Aluminum Sliding Glass
with and without Reinforcements, prepared by National Certified Testing
Laboratories, Inc., Test Report No. NCTL-210-3779-1, dated 05/08/12 signed and
sealed by Gerald J, Ferrara, P.E.
(Submitted under previous NOA No. 12-820.09)

C. CALCULATIONS

1. Anchor verification calculations complying with FBC 5™ Edition (2014) dated
07/10/15 with last revised on 04/04/16, prepared, signed and sealed by Luis R. Lomas,
P.E.

2. Glazing complies with ASTM E1300-04/ 09

D. QUALITY ASSURANCE
1. Miami~Dade Department of Regulatory and Economic Resources (RER).

E. MATERIAL CERTIFICATIONS
1. Notice of Acceptance No. 14-0916.10 issued to Kuraray America, Inc., for
“Kuraray Butacite ® PVB Glass Interlayer”, expiring on 12/11/2016.

7 orge M. Plasencia, P. E.
Product Control Unit Supervisor
NOA Neo. 15-0723.11

Expiration Date: June 06,2018
Approval Date: May 05, 2016



WinDoor, In¢,

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

F. STATEMENTS ' :

1. Statement letter of conformance, complying with FBC 5™ Edition (2014) and of no
financial interest, issued, prepared, signed, sealed and dated 06/08/15 by Luis R
Lomas, P. E.

2. Laboratory compliance letter for Test Report No. NCTL-210-3779-1, issued by
National Certified Testing Laboratories, Inc., dated 05/08/12 signed and sealed by
Gerald I, Ferrara, P.E.
(Submitted under previous NOA No. 12-820. 09)

G.  OTHERS
1. Notice of Acceptance No. 12-0820.09, issued to WinDoor, Inc. for their Series “7000

Aluminum Sliding Glass Door w/ wo Reinforcements-L.M.L.”, approved on 06/06/13
and expiring on 06/06/18.

© Jorge M. Plasencia, P. E.
Product Control Unit Supervisor
NOA No, 15-0723.11

Expiration Date: June 06, 2018
Approval Date: May 05, 2016



REVISIONS
REV DESCRIPTION ‘ DATE APPROVED
. ¢ | REVISED APPROVED CONFIGURATIONS 04/17/13 |RL
I‘I\IOTES: D | ADDED CHARTS 04/17/13 | R.L

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH

REQUIREMENTS OF THE FLORIDA BUILDING CODE Sth. EDITION (2014) INCLUDING THE HVHZ.

2. WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

3. 1X BUCK OVER MASONRY/CONCRETE IS OPTIONAL, WHERE 1X BUCK IS NOT USED
DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED COATING OR MEMBRANE.
SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF THE ARCHITECT OR
ENGINEER OF RECORD. 1X BUCK TO BE PROPERLY SECURED. ,

4. ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS. :

5. FRAME MATERIAL: EXTRUDED 6063—T6 ALUMINUM.

6. UNITS MUST BE GLAZED AND COMPLY PER ASTM E1300-04/09, SEE SHEET 4 FOR
GLAZING OPTIONS.

7. APPROVED IMPACT PROTECTIVE SYSTEM |S_NOT REQUIRED FOR THIS PRODUCT iIN WIND
BORNE DEBRIS REGIONS.

8. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHIM WHERE
SPACE OF 1/16” OR GREATER OCCURS, MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4".

9. FOR ANCHORING INTO WOOD FRAMING OR (2) 2X BUCK USE #12 WOOD SCREWS {GRADE
5) WITH SUFFICIENT LENGTH TO ACHIEVE A 1 5/8" MINIMUM EMBEDMENT INTO SUBSTRATE.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

10. FOR ANCHORING INTO MASONRY/CONCRETE USE 1/4" ELCO CRETE—FLEX TAPCONS ATT
WITH SUFFICIENT LENGTH TO ACHIEVE A 1 1/4" MINIMUM EMBEDMENT INTO SUBSTRATE
WITH 2 1/2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND
INSTALLATION DETAILS. :

11. ALL FASTENERS TO BE CORROSION RESISTANT.

12. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A, WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42
B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI
C. MASONRY — STRENGTH CONFORMANCE TO ASTM C—80, NORMAL WEIGHT W/2KSI.

13. APPROVED CONFIGURATIONS (4 PANELS OR LESS) X, XX, OX, X0, XXX, OXO, XX0,
OXX, XXXX, OXXX, XXXO.

14, SGD TO COMPLY WITH FBC EGRESS REQUIREMENTS AS APPLICABLE.

TABLE OF CONTENTS SIGNED: 04/18/2016
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REVISIONS
193 7/16" MAX FRAME WIDTH REV DESCRIPTION DATE APPROVED
48" MAX . 41 3/8" D.L.O. ——» : ¢ | REVISED APPROVED CONFIGURATIONS 04/17/13 |RL I
~—— NOMINAL PANEL — A D |ADDED cHARTS 07/08/15 | R.L. |
WIDTH 5
| Il , |
P REINFORCEMENT REINFORCEMENT PANEL CONSTRUCTION:
ol R l = N . PANELS ARE CONSTRUCTED FROM EXTRUDED 6063-T6
NON-REINFORCEL NON-REINFOR NON-REINFORCED ALUMINUM. VERTICAL STILES ARE NOTCHED TO RECEIVE
C l D E HORIZONTAL RAILS. EACH RAIL IS SECURED TO STILES WITH
6,8 | 6,8 6.8 (3) #10 x 1 1/4" SQ. DRIVE SCREW AT EACH END. ALL
g8 1/16" l l” l PANELS HAVE AN INTERIOR FIXED GLAZING STOP AND AN
MAX F EXTERIOR APPLIED GLAZING STOP.
.L.O. ) N
oL o X I X | X FRAVE CoNSTRUCTION:
, FACH FRAME CORNER IS NOTCHED AND BUTTED. HEAD AND
96 1/16’ - [ | i SILL ARE SECURED TO JAMBS WITH #7 x 1” TYPE F SCREW.
MAX B ' (2) AT EACH CORNER ON 2 TRACK FRAME, (3) AT EACH
PANEL - H]ﬁ | — ~ —_— \ e —— 1 CORNER ON 3 TRACK FRAME AND (4) AT EACH CORNER ON
ﬁ HEIGHT 4 TRACK FRAME.
aix _ HEINFOHGEH 3‘” REINFORCE REINFORC
FRAME G L m I ) J 4 1
HIEIGHT ) [ \7.9/ 29
40"
| | il | MAX
1| —3 |
o -] |l o o il I -] a | o a
FOR WOQOD INSTALLATION
2000 HP SERIES ALUMINUM REINFORCED AND NON-REINFORCED
SLIDING GLASS DOOR REINFORCED UNITS NON-REINFORCED UNITS
EXTERIOR VIEW : W/ SILL RISER ITEMS: 4, 5, 53, 54 & 64 W/ SILL RISER ITEMS: 3, 4, 5, 52, 53, 54, 63 4 64
DESIGN PRESSURE RATING IMPACT RATING DESIGN PRESSURE RATING IMPACT RATING
FOR MASONRY/ CONCRETE INSTALLATION
+47 4PSF LARGE AND SMALL +47 4PSF LARGE AND SMALL
REINFORCED UNITS NON-REINFORCED UNITS ' MISSILE IMPACT ‘ MISSILE IMPACT
W/ SILL RISER ITEMS: 4, 5, 53, 54 & 64 Wy SILL RISER ITEMS: 3,4, 5, 52, 53, 54, 63 & 64 —
MISSILE LEVEL D, WIND ZONE 4 AND HVHZ MISSILE LEVEL D, WIND ZONE 4 AND HVHZ
DESIGN PRESSURE RATING IMPACT RATING DESIGN PRESSURE RATING IMPACT RATING SEE CHART PAGE 2A FOR SMALLER UNITS RATINGS SEE GHART PAGE 2A FOR SMALLER UNITS RATINGS
LARGE AND SMALL LARGE AND SMALL
+80.0/-90.0 PSF MISSILE IMPACT +60.0+-70.0 PSF MISSILE IMPACT
SIGNED: 04/18/2016
MISSILE LEVEL D, WIND ZONE 4 AND HVHZ - MISSILE LEVEL D, WIND ZONE 4 AND HVHZ
SEE CHART PAGE 2A FOR SMALLER UNITS RATINGS SEE CHART PAGE 2A FOR SMALLER UNITS RATINGS

. 7500 AMSTERDAM DRIVE
W inDoot ORLANDO, FL 32832

, PRODUCT REVISED | INCORPORATED  piyiGiis”  swiwwindoorinccom
FORMWLAS FOR PANEL & D.L.O.: as_clzg_mplgint? with the Florlda :
PANEL. HEIGHT = FRAME HEIGHT — 1 15/16" oA  45-0723.11 7000 HP SERIES LMI REINFORCED
D.L.0. HEIGHT = PANEL HEIGHT - 8" ) _' 6/06] .018 & NO;LES’E.!R(I;SRCED
D.L.O. WIDTH = PANEL WIDTH — 7 1/4" Expiration Date 06/06/2
By DRAWN: DWG NO. REV
i roduct Control o p, 0B—01663 D

OATE 07 /03/2012 |SMEET2 OF 14




REVISIONS
REV DESCRIPTION DATE APPROVED
C | REVISED APPROVED CONFIGURATIONS 04/17/13 | RL
ADDED CHARTS 07/08/15 | R.L
CHART #1 CHART #4
Series TO00HP SGD Non-Rainforced Saries 7000HP SGD Relnforced
For unltsinstalled in concrete/masonry structure wislll riser ltems: 3, 4, 5, 52, 53, 54, 63 &64 For units instafled In concrete/masonry structure va'slll riser items: 4, 5, 53, 54 & 64
Design pressure ca_p_acny chart (ps) ) Design pressure capaclty chart (psf)
Frame Frame Panesl Width (In) Frame Frame Panel Width {in)
Height 24.0 30.0 36.0 42.0 48.0 Halght 4.0 30.0 35.0 42,0 48.0
(in) Pos Neg Pos Neg Pos Neg Pos Nag Pos Neg {in) Pos Neg Pos Neg Pos Neg Pos Neg Pos No_g__
80.0 60.0 80.0 60.0 90.0 50.0 90.0 60.0 80.0 60.0 85.8 80.0 80.0 80.0 80.0 90,0 80O 90,0 80.0 a0.0 40,0 280.0
840 | 600 0.0 0.0 90.0 60.0 0.0 0.0 20.0 §0.0 817 | 540 | 800 80.0 80.0 0.0 80.0 20.0 80.0 90.0 80.0 0.0
96.0 £0.0 90.0 60.0 90.0 60.0 20.0 60.0 B4.7 60.0 715 86.0 80.0 80.0 80.0 0.0 80.0 90.0 80.0 0.0 80.0 90.0
88.0 60.0 90.0 60.0 90.0 60.0 90.0 60.0 - 80.0 60.0 0.0 28.0 80.0 £0.0 80.0 £0.0 80.0 80.0 - 80.0 80.0 80.0 80.0
CHART #2 CHART #3
Serles 7000HP 3GD Non-Ralnforced Sarles 7000HP SGD Reinforced
For unitsinstalled In wood struciure w/si!f riser items: 3, 4, 5, 52, 53, 54, 63 464 For units installed In wood structure wisli! rlser items: 4,5, 53 545864
Deosign pressure cﬂac!ty chart (psf) Deslgn pressure capacity chart {psl)
Frame Frame Panel Width (In} Frame Frame Panel Width (in)
Height 24.0 30.0 36.0 420 48.0 Helght 24.0 30.0 36.0 42.0 48.0
{in) Pos Nag Pos Neg Pos Neg Pos Neg Pos Neg {in) Pos Neg Pos Nag Pos Neg Pos Neg Pos Ney
80.0 60.0 90.0 80.0 86.3 60.0 75.4 80.0 67.9 60.0 62.6 80.0 B0.O 90.0 80.0 86.3 75.4 76.4 67.9 67.9 62.6 626
24.0 60,0 80.0 £0.0 81.3 60.0 70.8 60.0 63.6 584 be.4 54.0 B80.0 90.0 80.0 813 708 | 708 635 63.6 58.4 58.4
866 | 600 83.4 60.0 69.2 69.9 59.9 63.4 53.4 48.7 48.7 96.0 | 800 83.4 60.2 69.2 58.9 59.9 534 53 4 487 48.7
96.0 | 600 81.5 60.0 67.5 56.4 564 52.0 52.0 47.4 474 80 | 800 a5 67.5 675 58.4 504 52.0 52.0 a74 474
SIGNED: 04/18/2016
W . nD 7500 AMSTERDAM DRIVE
PRODUCT REVISED 1IN1)OOL  oruanpo, Fr. 32832
i i Phone: 407 491,840 -
as complying with the Florida| TNCORPORATED  jikiis” _ wowvindoosinccom
A-No. R
NOA-No._ 15-0723.11 7000 HP SERIES LM! REINFORCED
Expiration Date 06/06/2018 & NON—REINFORCED
. - ELEVATION
By 7
Miami-D roduct Control . Fooawn WG N0, REV
AP, 08-01663 D
SCALE NTS DATE '07/03/201 2 |SHEET2A OF 14




EXTERIOR

HORIZONTAL CROSS SECTION
2 TRACK NON-REINFORCED

EXTERIOR

HORIZONTAL CROSS SECTION
2 TRACK REINFORCED

EXTERIOR

HORIZONTAL CROSS SECTION
3 TRACK NON-REINFORCED

- EXTI ERIOR
HORIZONTAL CROSS SECTION

3 TRACK REINFORCED

1
2 1/2"
— 1

REVISIONS

REV DESCRIPTION DATE APPROVED
REVISED APPROVED COMNFIGURATIONS 04/17/13 | R.L
ADDED CHARTS 07/08/15 |R.L.

.

‘ " 4 1/4"
3 1/8"
1 J

--l 3 9/16" L— ] 3 9/16" |- —-l 3 9/16" L—
@ 2T SILL PAN 2 1/2" RISER @ oT SILL PAN 3 1/8" RISER @ 2T SILL PAN 4 1/4" RISER
£063-T6 ALUMINUM .075° THICK 6083-T6 ALUMINUM .075" THICK 6063-T6 ALUMINUM .075" THICK

1
2 1/2"
__ 1

L-——5.1/2"_—-|

- N

4 1/4"
3 1/8"

) |

L5 1/20 — l—5 172" —]

@ 3T SiLL PAN 2 1/2" RISER @ 3T SiLL PAN 3 1/8" RISER 3T SILL PAN 4 1/4" RISER

6063-T6 ALUMINUM .075" THICK

6063-T6 ALUMINUM 075" THICK 6063-T6 ALUMINUM .075" THICK

T

2 1/2" 3178
o)1 R N S T
7 15/32" — L 7 18/32" —
4T SILL PAN 2 1/27 RISER 4T SILL PAN 3 1/8" RISER
> 6063-T6 ALUMINUM 075" THICK 6063-T6 ALUMINUM .075° THICK
OPTIONAL SILL RISERS
SEE DP RATINGS IN SHEET 2

PRODUCT REVISED
as complying with the Florlda
Building Code

NOA-No. 15-0723.11
Explraticn Date 06/06/2018

By
Miami-Da roduct Control

SIGNED: 04/18/2016

: 7500 AMSTERDAM DRIVE s L F
W/ iNDoot  Grianpo, rrs2en O R Légf(-

Phone: 4074318400 Q‘Q\% X ey, /"‘--.
INCORPORATED 57481055 www.windootinc.com ’ § ~, ;\G EN @;ﬁ?@‘%‘
e L ) s

7000 HP SERIES LMl REINFORCED - =1 v R

& NON—REINFORCED % BWIF T P Uy Wi

ELEVATION b ' i

F ] . ’ :-

DRAWN: DWG NO. REV :

A.P. 08—-01663 D

dih _ y
SCAE NTS | PME 07/03/2012 (STEET2B OF 14 s




NOMINAL

. ' REVISIONS
= — SEE CLUSTER DETAIL
PANEL WIDTH BEEOSJL : O 7 REV DESCRIPTION DATE APPROVED
18" 18" 18" 18" ¢ | REVISED APPROVED CONFIGURATIONS 04/17/13 |RL
6" MAX — Max | s LM 157 | MAX MAY L e ADDED CHARTS ~ To7/08/15 |RL
MAX j[MAX
LAY P K , A , 4 TRACK
l" 1 1 {1 A 1 {1 Y {11 ! 1 1 'l" 1 15/16" E__'TRA}C_EJ 7/8" 3' TR CK5I 13/186 | ‘
B 1/2" MAX \ |/ |/ \ 6 1/27 MAX MIN. MAX. MAX. ,
T_—__ ~ ~] [N I -_—r .
17» E %i CZ)[_KI %'021 |<_(‘ 17“ " 3 5/16" 5 1/411
MAX  O.C. 3 £l C e E| wax oc. P Tk, T uex T |
T b 2=z Sz 2z - * ANCHORAGE LOCATIONS NON—REINFORCED AND
5 B S B » FRAME REINFORCED AT HEAD AND SILL. (FOR FURTHER
n ,° 5° 4° o HEIGHT DETAILS SEE SHEETS 10 — 12)
18 if= 54 54 o 4 TRAZK
@ 42 3 a4 3 | 3 TRACK T
12 ~E ~E ~kE L 2 TRACK ,
2 o o | ) 5 13/16" MAX.
| 15/167 M@i 3 7/8" MAX. |
6 1/27 MAX ah 2 ah NG 172" MAX I
. : b — — ; ANCHORAGE LOCATIONS NON—REINFORCED AND
' 7 N N { REINFORCED AT JAMBS. (FOR FURTHER DETAILS

SEE CLUSTER
DETAIL BELOW

/

SEE SHEETS 10 — 12)
ANCHORING LAYOUT NON-REINFORCED AND REINFORCED UNITS

TWO (2) INSTALLATION ANCHORS
PER LOCATION AT HEAD,

4 PANELS UNIT SHOWN, APPLICABLE TO ALL 4 PANELS OR LESS SILL & JAMBS VERTICAL
CONFIGURATIONS USING SAME ANCHOR CLUSTER AND PATTERN | CONDITION
Number of anchorlocations required v (LOCK STILE/INTERLOCK)
Single Panel Width (in)
Frame 24.0 30,0 36.0 42,0 48,0
Felght 3" MAX. 3" MAX. :
; Astragal Astragal Astragal Astragal Astragal "
(in) Hes | Jamb |op gor ] HES Jamb |, | HES Jamb |y gor| HAS Jamb |y o HeS | Jamb |0 cior 4" MAX. 3 MAX. 5 13/16 ((HEA)D)
- 5 1/4" (ShL
80.0 1 [ 4 1 5 4 2 5 4 2 5 4 2 5 4
54.0 1 ) ry i 5 3 ) 5 3 ) 3 3 3 3 a 0 0 - MIN SEPARATION
496.0 1 & 4 1 6 4 2 [:] 4 2 6 4 2 6 4 9 b
98.0 1 7 4 1 7 4 2 7 4 2 7 4 2 7 4
ERTICAL
ONDITION 1 It
 VERTICAL (LOCK STILE/INTERLOCK) & - = —
& CONDITION 3 MAX 3" MAX
(LOCK STILE/INTERLOCK) A ‘ ' y EXTERIOR
3" MAX. 3" MAX. 3 7/8" (HEAD
. A -3 5;16"( (SILL)) CLUSTER DETAIL (HEAD / SILL)
” , o - = 1 MIN SEPARATION 4-TRACK SYSTEM SIGNED: 04/18/2016
3" MAX 3 MAX 4 15/18" (HEAD) 1 . . m—— —
- 1 3/8" (SILL) L T . \5(/
MIN SEPARATION : 3 0 : PRODUCT REVISED 1I'lD OOf  oruANDO, Fr. 32832
: as complying with the Florida] INCORPORATED g’:ﬁ‘;ﬂfg’ﬁw www-windoornc.com
[ Building Code .
— T EXTERIOR NOA-No.  15-0723.11 7000 HP SERIES LMI REINFORCED
Expiration Date 06/06/2018 & NON-REINFORCED

CLUSTER DETAIL (HEAD / SILL) ANCHORING LAYOUT AND NOTES

B o X
NCHOR CLUSTgﬁrﬁaglAlL (HEAD /SILL) 3-TAACK SYSTEM M!ifmi_y%;’;n TN r — — ‘?résr %on 5 \
- Y M )
REINFORCED AND NON-REINFORCED A.P. 08-01663 D "4,;5'10;;, AL ‘3‘\\\@’
T HEAD & SILL (ANCHORAGE IN EXTERIOR TRACKS) SCALE TS ORE 7/03/2012 |3 OF 14 am I!I'\\"“




BILL OF MATERIAL , REVISIONS

N‘E' :Spf§¢_5§1g' 5T F M%E?_FE!}‘ISTION- (gVAg( 2863_1'6 REV DESCRIPTION DATE APPROVED
FS—0453 2T FRAME JAMB KEYMARK_6063—16 5 | RL
51F5-04525 ST FRAME SILL PAN WiTH 7 172" RISER KEYMARK BOB3—T6 REVISED APPROVED CONFIGURATIONS 04/17/13 |R
4 |FS-04526 5T FRAME SILL PAN WITH 3 1/8° RISER KEYMARK B063—T6 i} ADDED CHARTS 07/08/15 |RL.
5 |S—46254 5T FRAME SILL PAN WITH 4 1/4" RISFR KEYMARK B063—16 1/4" MAX __y
B [F5—04529 19T FRAME SILL PAN INSERT KEYMARK 6063—16 AR GAP .,
7 | FS—04313 FRAME HEAD TRACK COVER KEYMARK _B063—16 3/4" OA
8 |FS—04501 RECESSED JAMB TRACK COVER KEYMARK 6063—16 /8" HS
S — e GG e tia '
FS— 04 PANEL STOP SILL COVER KEYM -1 BN "
11 [F5=04332 PANEL GTOP HEAD_COVER KEYMARK 6063—16 090" PVB BY KURARAY
7 |FS—04631 TOP_AND BOTTOM_RAIL KEYMARK 6063—T16 3/16" TEMP —=f kel e— 1/8" HS
T M e s
14 |FH—04516 PANEL INTERLOCK LEFT HAND STIE -1
15 | FH=04515 ANEL INTERLOCK_RIGHT HAND STILE KEYMARK 6063—16 ALUMINUM SPACER
16 {FH—04/89 MALE BUTT_ STILE KEYMARK 6063—16 SYSTEM
7 [FH—04790 [OCKING BUIT STILE KEYMARK 606316 2 Cup
18 |FH—04505 NTERIOR FIXED BUTT SIILE OFFSET KEYMARK_6063-16
19 [FH—04312 NTERLOCK COVER KEYMARK_6063—16 EXTERIOR
70 [FH=04503 NTERLOCK _REINFORCING BAR KEYMARK 6005—T15
21 |FS—04533 9/16" GLASS SIOP \ KEYMARK 6063—16
|Z2T_TS—0¢524 3/4" GLASS STOP KEYMARK 6063—16
22 [FS—05391 Z—CLIP KEYMARK 6063—16
24 [5000 SS PDR__ | JANDEM ROLLER SS
2186MI—INT TRADITIONAL INTERNAL 1YPE A HANDLE SET
7014 55 DLPA__|DUAL POINT MORTISE LOCK & KEFPER SET
OW1023B0R75054RUBBER PANEL BUMPER FRAME. JAMB
V_INT TP _8/6__ [INTERLOCK BUMPER
PRE—-PACK B TANDEM ROLLER ADJUSTMENT HOLE CQVER
05—100 V2 |PANEL TOP GUIDE
S—05365 BUTT SCREEN ADAPTER COVER KEYMARK 6063—16
SCREEN CLOTR
I8 X 1/4" SILL ASSY. SCREW PH TYPE B 18—8 SS
34 |48 X _3/4" ROLLER INSTALL, SCREWS PH IYPE F SS 410
10 X 1 174" _[PANEL_ASSEMBLY SCREW $Q. DRVE PPOINT SS 188 — = 7/16” OA,
d8 X 5/8" FRAME_ASSEMBLY SCREW PH JYPE A 410-5S
#10 X 3/4” CLIP & REINFORCEMENT INSTALLATION SCREW PH TEK SCRE - .090" PVB BY KURARAY
' SCREEN SPLINE -
Fi0 X 1/2” LOCK_INSTALLATION SCREW FH TYPE A SMS SS_1B-8 i = 3/16" HS
. 1 1/4’X2_1/4"X 1” EIN_PAD 3/ 16” HS — .
1" X 1" X 3/4" FIN_PAD
GS—VN-—05A TP 1060 GLAZING VINYL, 3/4” GLASS EXTERIOR
GS—_VYN—07A TP 1048 GLAZING VINYL, 7/16" Gl ASS
\T'VSCS%?&AWL%OOOO 01877 X 0.500" X _1.375  ULTRA PLUG SINGLE FIN SPECIAL
01R7" X 0.220" FIN WFATHFR STRIP
WISAGT7KO000 T 187" X 0 400" FIN WFATHER STRIP Z CLIP (ITEM 23} ATTACHMENT DETAIL
W333517K0000_ 10 187" X 0.350" FIN WEATHER STRIP (3) CLIPS USED
GLASS _SPACER 174" THICK HELIMA 3000 LOCATE CLIPS 6" FROM
KA 552 URETHANE SEACANT SIKA TOP AND BOTTOM AND AT
FS—04511 3T _FRAME HEAD KEYMARK 6063—T6 MIDDLE OF PANEL
FS—04510 3T _FRAME JAMB KEYMARK_B063-16
FS—04506 =] FRAME SIL PAN WOH 2 1/2" RISER KEYMARK 6063—T6
FS-04507 3T FRAME S PAN WITH 3 1/8" RISER KEYMARK 6063—T6
S—46255 3T ERAME SILL PAN WITH 4 174" RISER KEYMARK 6065—16
FS—04508 3T FRAME SILL_PAN_INSERT KEYMARK_B063—16
FS—05364 BUTT SCREEN ADAPTE KEYMARK _6063—16 :
FH—02300 STANDARD SCREEN TOP & BOITOM RAIL KEYMARK 6063—16 . _ SIGNED: 04/18/2016
20 05550 A DA R ASTRAGAL K EVMARK 808316 ey T
FS—026 c KEY 80651 : 7500 AMSTERDAM DRIVE WL
FS—04329 SC%FIEN \giPEIT( KEYMARK 6063—16 \X/ mDoor ORLANDO. FL 32832 {Q_.,—\\'% R. 1.&%@
) A E | -
FS—04593 i‘% F GME LSEAD WEEI( 7;%?%%%}}@ ER . PRODUICIT Rl_st\lflts‘[:ElF:I y INCORPORATED  Dociisa o . oinccom | §V\§‘\GEN%‘T¢%
FS—04527 AT_FRAME SILI PAN WITH 2 1/2" RISER KEYMARK 6063—16 as complying it the Horica D IR
FS—04528 4T_FRAME SILL PAN WITH 3 1/8" RISFR KEYMARK 6063—16 NOA-No.  15-0723.11 7000 HP SERIES LMI REINFORCED =% Mo BREiA R
FS—-04530 41 SILL INSERT KEYMARK 6063—T6 & NON—-REINFORCED ="-u . e
6 [FS—-04532 47 FRAME JAMB KEYMARK 606316 Expiration Date 06/06/2018 BILL OF MATERIALS AND GLAZING DETAILS ‘é,%- TA ﬁs
' 2 L X Y
By‘,%; DRAWN: DWG NO =1 CA flopt e 8T
- : ) A A RN
Mlamly 2 Product Control AP, 08-01663 D ?//'j;‘s‘f »ae E\ﬁ\%\“‘"
SCNE NTS  |PNE 07/03/2012 |54 OF 14 s




REVISICNS

REV DESCRIPTION DATE APPROVED l
C | REVISED APPROVED CONFIGURATIONS 04/17/13 |RL
D | ADDED CHARTS S 04/17/13 | RL.

__fi

&
ﬁJ
—
L
&
Qﬂ-
c

@ o = & o & & /\@@
@ | 1T
@

EXTERIOR

Goey |

VERTICAL CROSS SECTION | VERTICAL CROSS SECTION (A\ VERTICAL CROSS SECTION
S TRACK FAAME \5/ 3 TRACK FRAME \5/ 4 TRACK FRAME
. UNITS MAY BE INSTALLED WITHOUT SCREEN UNITS MAY BE INSTALLED WITHOUT SCREEN SIGNED: 04/18/2016
y 7500 AMSTERDAM DRIVE WAy,
\W inDoor  Sranvo, s S::;;\g ‘P;--_, L ngf% ,
E Phoas: 407.481.8400 . . b NN e
apfgggg:g%ﬁ‘dlge I?I orida INCORPORATED me'r.m.osgs www.windoorinc.com §\:¢ ‘,“'\G EN 3@*’3@%
BulS Code & 0723.11 7000 HP SERIES LMI REINFORCED S Mo BEEIR WX T
T & NON-REINFORCED MR AWE VT
Expiration Date 06/06/2018 CROSS SECTIONS =B STATE OF 6%
FOR ILLUSTRATION ONLY . ORI S
FOH INSTALLAT’ON SEE DETA”.S Miami- Product Control DAR?;W: DHG NO. 08-01663 REDV '3:,%:9&: ‘?E}P‘ ‘;@‘&
IN SHEETS 10 THROUGH 12 e g A S
SCAE NTS | DA 07/03/2012 [SHEETS OF 14 AN




FIXED PANEL

JAMB
SEE SHEET 4 FOR
Z CLIP (ITEM 23)
ATTACHMENT
DETAIL

INTERIOR

EXTERIOR

/B FIXED PANEL
\&/ INTERLOCK

HORIZONTAL CROSS SECTION.

Z TRACK NON-REINFORCED

FOR ILLUSTRATION ONLY
FOR INSTALLATION SEE DETAILS
IN SHEETS 10 THROUGH 12

REVISIONS

REV DESCRIPTION DATE APPROVED
C | REVISED APPROVED CONFIGURATIONS 04/17/13 | RL
D | ADDED CHARTS 07/08/15 |R.L.

Building Code

.

PRODUGCT REVISED
as complying with the Florida

42

NOA-No. 15-0723.11

Expiration Date 06/06/2018

42 48
48

22 28 b7
19
INTERLOCK

/B INTERLOCK
\8/

. 7500 AMSTERDAM DRIVE
\W INDOOr  Sruanpo, r. 32852

JAMB

SIGNED: 04/18/2016

& NON-—-REINFORCED
CROSS SECTIONS

INCORPORATED ;:%ﬁﬁ:lsggw www.windootinc.com
7000 HP SERIES LMIi REINFORCED

DRAWN: DWG NO.

By %ﬁ
Mianﬁ?a Product Control

A.P. 08—-01663

SCALE NTS  [°ATE 07 /03 /2012

SHEET5 OF 14




INTERIOR

\@ EXTERIOR

7B\ FIXED PANEL FIXED PANEL

\ 7/ JAMB INTERLOCK
SEE SHEET 4 FOR
Z CLIP (ITEM 23)
ATTACHMENT
DETAIL

HORIZONTAL CROSS SECTION

2 TRACK REINFORCED

FOR ILLUSTRATION ONLY
FOR INSTALLATION SEE DETAILS
IN SHEETS 10 THROUGH 12

REVISIONS

REV DESCRIPTION DATE APPROVED
REVISED APPROVED CONFIGURATIONS 04/17/13 | RL.
ADDED CHARTS 07/08/15 |R.L. |

PRODUCT REVISED #
as complylng with the Florida

. 7500 AMSTERDAM DRIVE
\X/ inDoor ORLANDO, FL 32832

( E )!NTEHLOCK
JAMB

Phooe 40T.481.8400
INCORPORATED Pax: H)74810505 www.windootinc.com

SIGNED: 04/18/2016

Building Code
NOA-No. 15-0723.11

Expiration Date 06/06/2018

7000 HP SERIES LMI REINFORCED
& NON-REINFORCED

CROSS SECTIONS

Bv%
Miami- e Product Control

DRAWN:
A.P.

DWG NO.
0B—01663

SCALE NTS

DATE 07 /03 /2012 |SH€T7 OF 14




REY DESCRIPTION DATE APPROVED
C REVISED APPROVED CONFIGURATIONS 04/17/13 R.L.
‘ ADDED CHARTS 07/08/15 R.L.
51
/@' ERIOR
47
49) (33
~
\@ 43
e 61
F’Xiaﬁg"’ﬂ 7T\ FIXED PANEL -
\8/ e 5EET 4 FOR \8./ INTERLOCK
Z CLIP (ITEM 23)
ATTACHMENT
DETAIL ,
HORIZONTAL CROSS SECTION
3 TRACK NON-REINFORCED
UNITS MAY BE INSTALLED WITHOUT SCREEN
/ENINTERLOCK  \8
\8/ JAMB
SIGNED: 04/18/2016
o 7500 AMSTERDAM DRIVE ; . .
PRODUCT REVISED WinDoot ORLANDO, FL 32652 \,R 3
gz ﬁ:iwglé?gewlth the Florida] INCORPORATED T AB10505 wawwindootinc.com . " ‘ %
NOA-No.  15-0723.11 7000 HP SERIES LMI REINFORCED ) r ke
Expiration Date 06/06/2018 & MON—REINFORCED = (5 2 &:E
FOR ILLUSTRATION ONLY By CROSS SECTIONS ‘; . : §
FOR INSTALLATION SEE DETAILS Miami Dade Product Control | orawn: DWG NO. REV % sfsoR‘qh‘é§
IN SHEETS 10 THROUGH 12 AP. 08-01663 D J ZipSionaL BN
SOAE NTS  |PME 07/03/2012 [|SHEETS OF 14 ey

REVISIONS




| REVISIONS
' REV DESCRIPTION PATE APPROVED
: C | REVISED APRROVED CONFIGURATIONS 04/17/13 R.L.

D | ADDED CHARTS 07/08/15 R.L.

INTERIOR

HY
\ LOCK STILES

21

EXTERIOR
FIXED PANEL

(BN JAMB
SEE SHEET 4 FOR
Z CLIP (ITEM 23)

ATTACHMENT
DETAIL

FIXED PANEL
\.9/ INTERLOCK

HORIZONTAL CROSS SECTION
3 TRACK REINFORCED
UNITS MAY BE INSTALLED WITHOUT SCREEN

E\INTERLOCK
. JAMB

SIGNED: 04/18/2016

@ INTEHLO

WinD 00 r 7500 AMSTERDAM DRIVE

ORLANDO, FL 32832
INCORPORATED  Ibome il

PRODUCT REVISED
as complylng with the Florida

Building Code
NOA-No. 15-0723.11

Expiration Date 06/06/2018

By .~ 2‘: @
Miami—y Product Control

www.windootinc.com

7000 HP SERIES LMl REINFORCED
& NON—REINFORCED
CROSS SECTIONS

FOR ILLUSTRATION ONLY
FOR INSTALLATION SEE DETAILS

REV
08-01663 D

DRAWN: DWG NO.

A.P.




!

2 1/2" MIN,

1 15/16" MAX (2 TRACK)

EDGE DIST.

MASONRY /CONCRETE —/ s

BY OTHERS

BACKER ROD
AND SEALANT
8Y OTHERS

1/4" ELCO
CRETE—FLEX
TAPCON

FASTENER HEADS
MUST BE COVERED
WITH APPROVED
SEALANT BY OTHERS

SILL MUST BY

SET N FULL BED OF
APPROVED SEALANT
OR NON—-SHRINK
GROUT BY OTHERS

I

3 7/8” MAX (3 TRACK)
5 13/16" MAX (4 TRACK)

1 1/4" MIN
EMBED,

EXTERIOR |

1/4" MAX.

\ ] SHIM SPACE

“

\ 1% NON—STRUCTURAL

BUCK BY OTHERS, 1X
TO BE PROPERLY
SECURED

INTERIOR

1/4" ELCO
/ CRETE—FLEX TAPCON

1/4" MAX.
l‘ SHIM SPACE

s
e

L 1}
RATY .\II,&_

1 1/4" MIN.
EMBED.

£

ALY

-

2 1/2" MIN.
EDGE DIST.

SEE ANCHOR LAYOUT SHEET 3

173/8” MAX (2 TRACK)
3 5/16" MAX (3 TRACK)
5 1/4” MAX (4 TRACK)

2 TRACK VERTICAL SECTION
MASONRY/CONCRETE INSTALLATION
2 TRACK SHOWN 3 & 4 TRACK SIMILAR

1 1/4” MIN.
EMBED.

REVISIONS

REV OESCRIPTION

DATE

REVISED APPROVED CONFIGURATIONS

04/17/13

ADDED CHARTS

07/08/15 |R.L.

APPROVED
R.L.

| e 1747 MAX.

SHIM SPACE
2 1/2" MIN,
" EDGE DIST. » e INTERIOR
=)
l N FASTENER HEADS
i A1 MUST BE COVERED

1 15/18" MAX (2 TRACK)

3 7/8" MAX

5 13/16" MAX (4 TRACK)

t

(3 TRACK)

1/4” ELCO
CRETE—FLEX

MASONRY /CONCRETE

TAPCON

BY OTHERS

2 TRACK FRAME JAMB

WITH APPROVED
SEALANT BY OTHERS

EXTERIOR

BACKER ROD AND
SEALANT BY QTHERS

1% NON—STRUCTURAL
BUCK BY OTHERS, 1X
TO BE PROPERLY

SECURED

1X BUCK TO MASONRY/CONCRETE INSTALLATION,
2TRACK SHOWN 3 & 4 THACK SIMILAR
SEE ANCHOR LAYQUT SHEET 3

NOTES:

1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,

NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

PRODUCT REVISED
as complying with the Florida
Building Code

NOA-No. 150723.11
Expiration Date 06/06/2018

By -
Miami—Dg; Product Control

WinDoot

ORLANDO, FL 32832

INCORPORATED

Phoze 407.481.8400
Far £07481.0505

7500 AMSTERDAM DRIVE

wwwwindootinc.com

SIGNED: 04/18/2016

7000 HP SERIES LMi REINFORCED

& NON-REINFORCED
INSTALLATION DETAILS

DRAWM:

A.P,

DWG NG,

08-01663

REV

SCALE NTS

DATE 07 /03/2012

SHEET 10 OF 14




oy

REVISIONS
" 1 15 /15" MAYX (2 TRACK) . REV DESCRIPTION DATE APPROVED
7/8 MIN EDGE 3 7/8" MAX (3 TRACK) - 7/8" MIN EDGE ¢ | REVISED APPROVED CONFIGURATIONS 04/17/13 | RL.
DISTANCE " DISTANCE
° 13/16 MAX (4 TRACK) D | ADDED CHARTS 07/08/15 R.L.
(2) 2% BUCK/WOOD FRAME
— BY OTHERS, 2X BUCK TO
BE PROPERLY SECURED
' #12 — .
1 5/8" MIN, (2) 2X BUCK/WOOD FRAME
WOOD SCREW EMBEDMENT BY OTHERS, 2X BUCK TO
| [ : 212 BE PROPERLY SECURED
7 wOOD SCREW
]! __1 "
] 1/4" MAX.
BACKER ROD Y , J ™ SHIM SPACE
& SEALANT F L 1/4" MAX.
BY OTHERS A SHIM SPACE T o
. FASTENER HEADS MUST
Lﬁ’ﬁj e[ ¥ EDGE DISTANCE ‘ " BE COVERED WITH APPROVED
AL LY "' SEALANT BY OTHERS
ugg INTERIOR
1 15/16" MAX (2 TRACK)
it 3 7/8" MAX (3 TRACK) N
5 13/16" MAX (4 TRACK)
H INTERIOR
EXTERIOR
\ _ EXTERIOR
7/8" MIN
. EDGE DISTANCE
FASTENER HEADS —'QE 1 5/8" MIN BACKER ROD NOTES:
MUST BE COVERED = & SEALANT :
WITH APPROVED EMBEDMENT By OTHERS 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
SEALANT BY OTHERS (D NOTSHOWNFOR CLAFHTY.
L 3 TRACK FRAME JAMB 2 PERIMETER AND JOINT SEALANT BY OTHERS TO BE
géﬁEmOOD 2 BICKWOOD FRAME INSTALLATION DESIGNED IN ACCORDANGE WITH ASTM E2112
LAR
SET IN FULL BED OF \ b- SEE ANCHOR LAYOUT SHEET 3
APPROVED SEALANT
OR NON—SHRINK : = I 1/4" MAX SHIM SPACE
GROUT BY OTHERS e R . T oL Y -...I-[_ o T -'l . T
i } ‘
1 5/8" SIGNED: 04/18/2016

MIN. EMBEDMENT

7/8" MIN

1

1 3/8” MAX (2 TRACK)
3 5/16” MAX (3 TRACK)

EOGE DISTANCE

5 1/4” MAX (4 TRACK)

3 TRACK VERTICAL SECTION

2X BUCK/WOOD FRAME INSTALLATION

3 TRACK SHOWN 2 & 4 TRACK SIMILAR
SEE ANCHOR LAYOUT SHEET 3

: 7500 AMSTERDAM DRIVE \\\\Hl H!u 1
PRODUCT REVISED W INDOOT  orianbo, Fr 32832 \ {7
as complying with the Florida TNCORPORATED - Ehun:{-.’mﬂg;m warwrwindoorine.com

Building Code
NOA-No. 15-0723.11

Expiration Date 06/06/2018

7000 HP SERIES LMi REINFORCED
& NON-—REINFORCED
INSTALLATION DETAILS

By

Miami-Dad¥ Product Control SRATN: DWG MO, REV
A.P. 0B—01663 D
SCALE NTS DATE 07/03/2012 SHEET {11 OQF 14




" 1 REVISIONS
., 1 15/16" MAX (2 TRACK) . l
7/8" MIN 3 7/8" MAX (3 TRACK) 7/8" MIN | REV DESCRIPTION DATE APPROYED I
EDGE DISTANCE " EDGE DISTANCE i
5 13/16" MAX (4 TRACK) ! 7
WOOD BACKED 20GA : C REVISED APPROVED CONFIGURATIONS 04/1 /13 R.L.
MIN. STEEL STUD i ' D { ADDED CHARTS 07/08/15 |R.L.
BY OTHERS 1 5/8" MIN. '
_\ EMBEDMENT
1/4" MAX.
I SHIM SPACE
T 1 1 5/8" MIN.
BACKER ROD & - EMBED.
APPROVED SEALANT o #12 L /4" AX
BY OTHERS E N | WOOD SCREW - it SPAGE
L — bt | } 3
% 4 WOOD SCREW . e FASTENER HEADS MUST
| ' 7/8" MIN " BE COVERED WITH
_ EDGE DISTANCE N APPROVED SEALANT
_% BY OTHERS
A INTERIOR
H I A 1 15/16” MAX (2 TRACK) B
EXTERIOR INTERIOR 3 7/8" MAX {3 TRACK) L= L
5 13/16" MAX (4 TRACK) >
<I_
EXTERIOR
7/8" MIN
. EDGE DISTANCE
MUt BE- GOVERED el BACKER ROD &
WITH APPROVED APPROVED SEALANT
BY OTHERS
SEALANT BY OTHERS 3 TRACK FRAME JAMB
#12 wooD WOOD BACKED 20GA. STEEL STUD INSTALLATION
SCREW 3 TRACK SHOWN 2 & 4 TRACK SIMILAR
SILL MUST BY Y SEE ANCHOR LAYOUT SHEET 3
SET IN FULL BED OF 1/4" MAX
APPROVED SEALANT ]_SH'M SPACE.
OR NON~—SHRINK : NOTES:
o 1 (LI \ J
GROUT BY OTHERS % s —— 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
i 1 NOT SHOWN FOR CLARITY.
5 PERIMETER AND JOINT SEALANT BY OTHERS TO BE
1 5/8" DESIGNED IN ACCORDANCE WITH ASTM E2112

MIN EMBEDMENT

|

SIGNED: 04/18/2016

7500 AMSTERDAM DRIVE

WIHD OOf  orLANDO, EL 32832 \\\\_}z\,\ R..

A [ £
SANCERs T

1 3/8" MAX (2 TRACK)

i

7/8" MIN ‘

| L. 3 5/16” MAX (3 TRACK) TINCORPORATED sz 40 windoofine.com s H
EDGE DISTANCE 5 1/4" MAX (4 TRACK) PR e he Floria peioiies  wwwvindooiesn NV >
Bullding Code 7000 HP SERIES LMi REINFORCED 3 :
NOA-No. 15-0723.11 & NON—REINFORCED - - r
3 TRACK VERTICAL SECTION Expiration Date 06/06/2018 INSTALLATION DETAILS .":‘2 Y rri
WOOD BACKED 20GA. STEEL STUD INSTALLATION ; ' {283, A b & H
3 TRACK SHOWN 2 & 4 TRACK SIMILAR By __ DRAWN: DWG NO. REY "55%:9 +SORIBL NS
SEE ANCHOR LAYOUT SHEET 3 Wiami-Dad¥ Product Control JA.P. 08-01663 : D '?i;f/GNAL 'a\\\\\“
BAE 07/05/2012 |12 OF 14 L

SCALE NTS




b4 i A Jﬁ
2.05" H

@ 2T FRAME HEAD
6063-T6 ALUMINUM .095" THICK

G0 3.47" "
825" |%| 1%1
T

] (5), 2T SILLINSERT
6063-T6 ALUMINUM .075" THICK

—{ 1.16" t——

@ 2T FRAME JAMB
6063-T6 ALUMINUM .095" THICK

e

@ TRACK COVER
6063-T6 ALUMINUM .045" THICK

> 1

Lj_lﬁj

IR

@ TOP & BOTTOM RAIL
6063-T6 ALUMINUM .070" THICK

o

1715

@ LOCKING BUTT STILE
6063-T6 ALUMINUM .070" THICK

=

LOCK/PLAIN STILE
6063-T6 ALUMINUM .070" THICK .

oo
=

T

3.75" ——|

J_ |
Tl——z;sa —————l é

2T SILL PAN 2 1/2" RISER |
6063-T6 ALUMINUM .075" THICK

——1.65"‘——
—‘—rg:

L

RECESSED JAMB COVER

6063-T6 ALUMINUM .050" THICK

[~

INTERLOCK STILE LEFT

6063-T6 ALUMINUM 070" THICK

. INTERIOR FIXED BUTT STILE

_'j \-— 24

1.312"[
TR

|
)

. INTERLOCK COVER -

6063-T6 ALUMINUM .070" THICK

6063-T6 ALUMINUM .040" THICK

|

3.125":

4

@ 2T SILL PAN 3 1/8" RISER
6063-T6 ALUMINUM .075" THICK

)1 3" fo—

79" T
A

JAMB COVER . PANEL STOP SILL COVER

063-T6 ALUMINUM 045" THICK

M
REVISIONS _
DESCRIPTICN DATE APPROVED
REVISED APPROVED CONFIGURATIONS 04/17/13 R.L.
ADDED CHART 07/08/15 R.L.
-
4.25"
i B
T—I--—— 3.58" — —=|
1 |~ 1.836" ~| () 2T Sl PAN 4 1/4" RISER
6063-T6 ALUMINUM .075™ THICK
— 1.836" —‘
6063-T6 ALUMINUM .050" THICK 1.74"
| P Y
PANEL STOP HEAD COVER

6063-T6 ALUMINUM .050" THICK

3 552"

@ !NTERLOCK STILE RIGHT )
6063-T6 ALUMINUM .070" THICK 3.5

MALE BUTT STILE

6063-T6 ALUMINUM .070" THICK

WinDoor

PRODUCT REVISED INCORPORATED

7500 AMSTERDAM DRIVE

ORLANDO, FL 32832
Phone: 407.481.8400

Pax 4474810505 www.windoorinc.com

SIGNED: 04/18/2016

as complying with the Florida

Building Code 7000 HP SERIES LM! REINFORCED

NOA-No. 15-0723.11
Expiration Date 06/06/2018

& NON—REINFORCED

COMPONENTS

By /% ‘ DRAWN: DWG NO.
Miam? e Product Control ] A p, 08-01663

SOME NTS  |PAE 07/03/2012 |*"€T13  OF

14




REMISIONS

: *) 1.13" = 1 175" : %. 1.7" REV DESCRIPTION DATE APPROVED
-— J_‘—‘ ' | C | REVISED APPROVED CONFIGURATIONS 04/17/13 |RL
_LI'— 1.175" : D | ADDED CHARTS 07/08/15 |R.L.
1.82" . 5" ——L L , 5.68"
200 29" 14" 5 39
I S | T * T ol —
REINFORCING BAR 9/16" GLASS STOP - |Z CLIP 2.,05" H H M
6005—T5 ALUMINUM 200" THICK 6063-T6 ALUMINUM .055" THICK 6053?1{6 Agmv%‘z So;?;':cx @soss{rs ALUMINUM B 2.5
: oso THICK J— {L
25" —‘—-——‘ ‘ . 68" E
: ! 3T FRAME HEAD U U 1 i
T : 6063-T6 ALUMINUM .095" THICK 1 lr 552" A l
T : 3T SILL PAN 2 1/2" RISER
| — 5063-T6 ALUMINUM .075" THICK
‘ " I
= ) J_"*_‘ 541
5 50" - 3.125' 825,,—[5% lfu"%l ]g%l
. .
= ca" E U n n T : 4.25 T
' — I 1 3T SILL INSERT
11 5 50" l 6063-T6 ALUMINUM .075" THICK
| . !
3T SILL PAN 3 1/8" RISER i— L,’H-JU\— 7 15/32" '
6063-T6 ALUMINUM .075" THICK S
A l———
3T FRAME JAMB 5 52 !
6063-T6 ALUMINUM 095" THICK 1 1/4_" - _,_| 3T S"—L PAN 4 1/4n RISEH \
— 6063-T6 ALUMINUM .075" THICK 31/8
7 5/8" - =
/ 7 15/32" - o H L [L H Al
— 11/16" T
_{__ 5 U~ U U i J__1
2 1/16 H H 2 1/2" 4T SILL PAN 3 1/8" RISER
' @ 8063-T6 ALUMINUM .075" THICK
. Bl L] |
- 4T FRAME HEAD 11/16" -
. (=T : U U I
sosa-mALUMWUM 095° THICK 7 15/32" T 4 - SiLL PAN 2 1/2" RISER
, R 6063-76 ALUMINUM .075" THICK ,
7 3/8" r ' SIGNED: 04/18/2016
o ' == . 7500 AMSTERDAM DRIVE
13/16" | 1 \WinlDootr  orianpo, s
13/32" ! |PRODUCT REVISED INCORPORATED  peuififil®  gyw.windoosine.com
{ — i |as complying with the Florida i
f . {Building Code 7000 HP SERIES LM! REINFORCED
i {NOA-No. _ 15-0723.11 & NON-REINFORCED
4T SILL INSERT Z% | |expiration Date 06/06/2018 COMPONENTS
6063-T6 ALUMINUM .095" THICK L i =
i {By DRAWN: DWG NO. REV
4T FRAME JAMB i |viami-p duct Gontrol -
6‘083-T6ALUM!NUM.095" THICK : amipadeTrocust TonTe AP 08-01663 D
SCALE NTS OATE 07/03/2012 |S"ET14 OF 14




